
Liqcreate Wax Castable 
A wax-based Cast able resin for Digit al  Light  Processing (DLP),  Liquid Cryst al Display (LCD) 

and laser based 3D-print ers.  Liqcreat e Wax Cast able is perfect  for manufact uring j ewelry,  

dent al and indust rial  part s using t he direct  invest ment  cast ing met hod.  

 

Product  descript ion 

Liqcreat e Wax Cast able is a blue wax-based phot opolymer wit h rel iable processabil i t y and 

accuracy on LCD/ MSLA, DLP and laser based 3D-print ers.  3D-print ed part s f rom t his 

mat erial  capt ures int r icat e feat ures and show crisp det ails.  This wax-based mat erial  of fers 

smoot h surfaces wit h clean burnout  for a rel iable cast ing process.  Creat e cust om made 

elegant  organic geomet ries according t o your preferences wit h excel lent  cast ing for 

posit ive and negat ive engravings.  Liqcreat e Wax Cast able creat es perfect  cast ing pat t erns 

for j ewelry,  dent al and indust rial  part s.  

 

Key benef it s 
• High precision 

• Wax-based 

• Clean & ash f ree burnout   

• Excel lent  cast ing of  engravings  

3D-Print er compat ibi l i t y 
• Phrozen Sonic Mini 4K 

• Anycubic Phot on 

• Elegoo Mars 

• All  open source 385 - 420nm DLP,  

LCD and SLA 3D-print ers 

 
 

Order informat ion 
 Order direct ly at  t he Liqcreat e st ore or send your inquiry t o order@liqcreat e.com wit h t he 

fol lowing order numbers.  

 

Liqcreat e Wax Cast able 250 gram Order number LWC00250  

   Liqcreat e Wax Cast able 1 kg  Order number LWC01000 

 

 

 

 

 

 

 

 

 

 

 

 

T  >  +31 (0)85 060 58 49 

E  >  info@liqcreat e.com 

I   >  www. l iqcreat e.com 

https://www.liqcreate.com/shop/
mailto:order@liqcreate.com


Liqcreate Wax Castable Technical Data 
 

 

 

 

Polymer propert ies 

 

         Mechanical properties       15 minutes high power LED curing at 60˚C  

 Description ASTM Method Metric Imperial 

 Flexural St rengt h D638M 33 MPa 4.8 ksi 

 Flexural Modulus D638M 1.1 GPa 160 ksi 

 IZOD Impact                 

(not ched) D256A n/ a n/ a 

 Shore D Hardness D2240 77 

 Wat er sorpt ion D570-98 0.28 % 

 Tg D7028 n/ a n/ a 

These values may vary and depend on individual  machine processing and post -cur ing.  

 

Visit  www. l iqcreat e.com for more informat ion about  t his product  and t he post  processing    

     and burnout  schedule.  

 

 

         Liquid propert ies 

Appearance Blue l iquid EC 7.31 mJ/ cm2 

                Viscosity 700 cps at  25° C Dp metric 0.29 mm 

                Density 1.18 g/ cm2 Dp imperial 11.42 mils 
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